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PRODUCT DESCRIPTION 
IMG® Ignition System & Wire Dryer Instantly displaces moisture and 
dries ignition system components, including: distributors, wiring 
harnesses, ignition coils, starters, batteries, spark plugs, leads, 
cables, and wires.

FEATURES

•	 Professional strength formula

•	 Effectively cleans electrical components

•	 Leaves a protective coating to shield them from weather, rust, 
and corrosion

DIRECTIONS FOR USE

Use IMG® Ignition System & Wire Dryer ONLY in a well-ventilat-
ed area.

1. Shake the can well before using.

2. Remove any loose material or dirt from the electrical 
components to be treated.

3. Holding the can upright, about 6-12 inches away from the 
components to be treated, spray IMG® Ignition System & Wire 
Dryer directly onto electrical system components, including the 
distributor, wiring, coil, cables, battery, and spark plugs.

4. In the event of high humidity or damp conditions, spray the 
inside of the distributor cap.  Make certain that the distributor 
cap is dry before re-installing it.  

5. Allow all treated components to dry completely before starting 
the engine.

6. Remove any overspray using a clean cloth or towel.

COLOR
Clear

SHIPPING INFORMATION

Barcode Packaging Net Volume 

817830012000 Aerosol Can 14	fl.oz

Net Weight Per Case Case Weight

12	oz	 12 12.2 lbs

Case Length Case Width Case Height 

8.5" 11" 8.5"

Cases/Pallet* Pallet Height* Pallet Weight*

36 48" 1159 lbs

STORAGE AND SHELF LIFE
Store in cool, dry location in unopened containers. Do not expose 
to	heat,	open	flames,	strong	oxidizers	or	other	sources	of	 ignition.	
Do not puncture or incinerate container. Use only in a well-ventilated 
area. IMG® Ignition System & Wire Dryer has a general shelf life of 5 
years from the date of manufacture.

NOTE
The contents of this document, including all data and descriptions, 
are provided strictly for informational purposes.  While the information 
contained herein is believed to be reliable, IMG Chemicals Corporation 
cannot assume responsibility for variations and/or nonconforming 
results obtained or observed by other parties whose product use, 
environment, and methods are outside of our control.

IMG CHEMICALS CORPORATION DISCLAIMS ALL WARRANTIES, 
EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE 
WARRANTY OF MERCHANTABILITY AND WARRANTY OF FITNESS 
FOR A PARTICULAR PURPOSE THAT MAY ARISE FROM THE USE OF 
IMG PRODUCTS.  IMG CHEMICALS CORPORATION SPECIFICALLY 
DISCLAIMS ANY AND ALL LIABILITY FOR INCIDENTAL AND/OR 
CONSEQUENTIAL DAMAGES, INCLUDING LOST PROFITS.     
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